
Technical Data Sheet

Container desiccants

ES Clay 1000 g

Product

Product description

ES Clay are container desiccants in 1000 g bags with a 

mounting hook. The filling is a granulate of natural clay with 

high-purity calcium chloride. The desiccant reduces the 

relative humidity of the air in the container and prevents the 

dew point from being reached, so that no water condenses 

on the cargo. The nonwoven bag is fitted with a plastic hook 

for hanging on the container wall.

Product features / advantages

• rapid absorption of moisture, preventing 

condensation on the cargo,

• high absorption capacity: up to 60% of its own 

weight,

• for trips of up to 30 days,

• quick and easy to install and remove, thanks to the 

hook,

• made of environmentally friendly materials.

Product application

• protection of cargo in 20' and 40' containers against 

container rain and condensation,

• agricultural products, machinery, textiles, PVC paste,

• packaged goods,

• sea and land transport on routes of up to 30 days.

Physical and chemical parameters

Parameter Value

Composition Natural clay and high-purity 

calcium chloride (CaCl₂, CAS 

10043-52-4)

Material form 1000 g nonwoven bag with a 

plastic hook

Water absorption capacity

(T = 25 °C, RH = 95%)

Up to 60% of its own weight

Service life Trips of up to 30 days

Bag dimensions 250 × 200 × 20 mm

Shelf life 24 months in unopened 

packaging

Storage conditions 5-30 °C, dry room

HS code 2508 40 00

Product designation

ES Clay container desiccants are designed to remove 

moisture from the air inside a container. The calcium 

chloride and clay in the granulate bind water vapour and the 

absorbed water is retained inside the bag. After removing 

them from the collective bag, the bags are hung by their 

hooks on the side walls of the container. The number of bags 

depends on the type of cargo, the packaging materials and 

the transit time; we can calculate the quantity for a specific 

shipment on request.

Product storage

Before use, store in the closed collective bag, in a dry 

room at 5-30 °C. Open the collective bag immediately 

before installation in the container: contact with air before 

installation reduces the capacity of the product. Keep any 

unused bags in an airtight container.
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Product packing

Bag material
Nonwoven material with a plastic hook.

Collective packaging
The bags are packed in an airtight plastic bag, which 

protects them against premature absorption of moisture 

during transport and storage.

Outer packaging
The collective bag is packed into a cardboard box: 16 pcs. 

per box (16 kg of desiccant). The box is marked with the 

manufacturing date, expiry date and batch number.

Norms / Standards / Approvals

Compliance with legislation
ES Clay container desiccants meet the requirements of:

• Regulation (EC) No 1907/2006 (REACH): free from 

dimethyl fumarate (Annex XVII, entry 61),

• Directive 2011/65/EU (RoHS).

A safety data sheet is available on request.

All information presented in this document is based on our current knowledge and is believed to be accurate and reliable, however, it does not constitute a guarantee 

or liability on the part of ABC-Z System EKO s.c. All details regarding applicability do not relieve the buyer from the obligation to determine the suitability of the product 

for a particular application. The application, use and processing of the material cannot be controlled by the seller, therefore the user is solely responsible. It is the user's 

responsibility to comply with all applicable laws and to ensure a safe working environment. The Polish version is the original. In case of any discrepancy, the Polish 

version prevails.
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